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C M T S  Edge  MAX
DOCSIS 3.1/3.0/2.0 Cable Modem Termination System

Downstream Upstream
Channel Frequency Range

DOCSIS 3.1 108/258~1218 MHz 5~85/204 MHz

DOCSIS 3.0 54/87/108~1003 MHz 5~42/65/85 MHz

Working Channel

DOCSIS 3.1 6 OFDM 2 OFDMA

DOCSIS 3.0 32 (DOCSIS) 12 (DOCSIS) (Two service groups supported)

Video QAM Narrowcast: 32 Channels
Broadcast: 64 Channels

Channel Width

DOCSIS 3.1 24~192 MHz 6.4~96 MHz

DOCSIS 3.0 6 /  8 MHz 1.6 /  3.2 /  6.4 MHz

Modulation Mode

DOCSIS 3.1 OFDM (16, 64, 128, 256, 512, 1024, 2048, 4096 QAM) OFDMA (BPSK, QPSK, 16/ 32 /64 /128/ 256 /512/ 1024/ 2048 QAM)

DOCSIS 3.0 64/256/1024 QAM QPSK, 16/ 32/ 64/ 256 QAM

Reception Level Range

DOCSIS 3.1 N/A

DOCSIS 3.0 N/A

Max QAM Output Level

@ 6MHz Mixed Mode depends on number of active 
carriers

38 dBmV @ 64 channels
42 dBmV @ 32 channels
45 dBmV @ 16 channels
49 dBmV @ 8 channels
52 dBmV @ 4 channels
56 dBmV @ 2 channels
60 dBmV @ 1 channel

Input/Output Interfaces
RF DS 2x “F” Female Connector (1 is -20dB test point) RF US 4 x “F” Connector (2 per service group)

10GbE 1x SFP+ (Ethernet) Quality of 
Service Flow

4K
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Data, VoIP, Video Support

Hospitality & MDUs

Alarms / Monitoring / Control
Local Monitoring 

LED Indicators
Power Supply A and Power Supply B 
GbE - ready and traffic LED’s
Power status
Run (operational) status 
Cable RF active status 
Alarm status

Control CLI via SSH or Telnet
GUI-based menu via Web Browser
(1x RJ45 connector; 1GbE)

Console 1x RJ45 Front-Panel Connector

General
Dimensions

(W x H x D)
19.0 x 1.75 x 11.8 in
(483 x 45 x 300 mm)

Weight 12 lbs (5.5 kg)

Power 90V-264VAC, 50-60Hz
(Dual Redundancy Power Supplies)

Power Consumption 61 W

Operating Temp. 32 to 104 °F (0 to 40 °C)

Operating Humidity 10% to 95%, non-condensing

System Functions
IP Stack Supports IPv4 and IPv6 dual-stack

DHCP Supports DHCP Relay/Snooping 
Supports DHCP Lease Query
Supports Opt. 60 to Identify Equipment Type
Supports Insert Remote-ID, Interface-ID, CMTS capabilities and CM MAC

DHCPv6 Supports DHCPv6 Relay/Snooping 
Supports DHCPv6 Lease Query 
Supports DHCPv6-PD
Supports Opt. 60 to Identify Equipment Type
Supports Insert Remote-ID, Interface-ID, CMTS capabilities and CM MAC

VLAN & L2VPN Supports 802.1ad/ 802.1q
Supports service flow-based VLAN addition or deletion 
Supports VLAN addition according to device type 
Supports the L2VPN

Quality of 
Service

Static /  Dynamic Service Flow /  Service Class 
DOCSIS 3.0 USCB Scheduling; PowerBoost

MAC Domain 
Management

MDD and MDF Enable & Disable 
MTC and MRC Enable & Disable 
UDC Enable & Disable
Upstream Automatic Freq. Hopping Support Piggyback, Shared-Secret, Channel Bonding

Multicast Supports Multicast Authentication 
Supports IGMP V2/ V3 Snooping 
Supports MLD V1/ V2

Load Balance Supports RLBG/ GLBG 
Supports load balance priority
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Overview

C M T S  Edge MAX
DOCSIS 3.1/3.0/2.0 Cable Modem Termination Sys tem

Internet

1x S F P +  / 10GbE
(Optical or Copper Plug-in)

Redundant 
Power Supplies

1x Downstream Test Port
(-20dBmV)

Downstream Upstream

Mixed Mode
32 Q A M - 2 5 6  (6 M H z  Ea.)
4  O F D M  (192 M H z  Ea.)

12 Q A M - 6 4  (var iable-width)  
Avai l ab l e  i n  2 s e r v i c e  g r o u p s

Standard 3.1 Mode
6  O F D M  (192 M H z  Ea.)
P r a c t i c a l  D a t a  Rate

2 O F D M A  ( 9 6  M H z  Ea.)

Model

CMTS Edge MAX

Stock #

2341

Description

DOCSIS/EuroDOCSIS 3.1 / 3.0 / 2.0 CMTS

Ordering Information

D is t r ib u t io n  partner

www.AMT.com
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